Sanlixin Solenoid Valve

S AV Direct Acting Gas Solenoid Valve

SAV series gas solenoid valve used in the Bumer,Hear

Main Technical Parameters

1.direct acting zero differential pressure large flow rate
2.2-way normally closed solenod valve, clesed when
de-energized.open when energized.
3.open and cioesd time: <1 second
4.material: main valve body material:die-casting aluminium,
others: stainless steel/ brass
5.seal malerial: nbr viton
6.media: coal gas,nature gas,air and the other nonmal nor-elchant gas
7.media temp.:<65°C ambiet temp.:0~50°C
8.voltage: dci2v dc24vac220vi50hz dass:h  ed100% voltage toleranca:-10%~+10%
9.it can used explosion-proof coll, ex cless: exm ifii t4
10.install: flow as the arrow,solenoic vertical and upright direction
11.Parts of cuil can fix SM Col. AC 220VIAC110V/AC24Y/DC24V

External Dimensions
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SAV Direct Acting Gas Solenoid Valve
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Operating CCHZ?J:,B[:I-,O" external size

Comecton | Orifice F:C\li,r Pmss'.jr:z,(::ba” ac | pc | Coll mm Model Code N.W.
(mm) . Type AC220V (KG)

Min | Max | VA | W A B H
1/4" 9 1.2 0 | 600| 22 | 13 D 51 | 35 | 91 | SAVIDF02N8B09 | 0.3
3/8" 9 1.4 0O |600| 22 | 13 D 51 | 35 | 91 | SAVIDF02N8C09 | 0.3
: 9 1.4 0 | 600| 22 |13 D 51| 35| 91 | SAVIDF02N8D09 | 0.3
Y 19 t.5 0 [ 360| 33 | 20 A 70 | 73 | 122 | SAV1AF02N8D19 | 0.7
3/4" 19 7D 0O |360| 33 | 20 A 70 | 73 | 122 | SAV1AF02N8E20 | 0.7
1 25 13 0 | 360 33 |20 A 90 | 75 | 127 | SAV1AF02N8G25 | 1.5
11/4" 45 31 0O | 500 41 | 34 A 137 (122|208 | SAV1AF0O02N8H45 | 3.0
11/2" 45 31 0O | 500 41 | 34 A 137 (122|208 | SAV1AF02N8J45 | 3.0
27 45 31 0O | 500 | 41 | 34 A 137 (122|208 | SAV1AF02N8K45 | 3.0

Solenoid Valve Numbering System for Order
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Mode of Coails Seal Materizl &

Valve Series |ggeration]  Coil Type Class | Voltage Body Mater al Pipe Size | Orifice | Options

EG| SAV | 1 A H| 02 N8 E 20 | [ |

06=6.0 =
Special for 1= W=Metallic = 02=AC220V |Seal Material:| E=1/4" | ng=90 | npT
Gas Solenocid |Normally Housing Leed | F class NBR Thread
Valve Closed Wires 01=AC110V Body Material: 06=6.0
Main body 2= A=DIN H= Alyrrinlom C=3/8" | 09=9.0
material :Anod Normally Standard Holass | 08=AC380V
ized Aluminium Open Conneciions,
Ironclad Coils IR D=1/ | 09=9.0
D=DIN Standard — 19=19.0
Connections, = -
i E=3/4" | 20=20.0
Encapsulated G=1" | 25=275.0
X=Explosion-
proof H=11/4"
J=11/2" | 46=45.0
K:2|I
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