Sanlixin Solenoid Valve

SCF Fuel Gas Emergency Cut Off Solenoid Valve

Product Characteristics

1: SCF series Is the normally opzn valve.

power the valve still closed. After deal with the

acgident please press the black button so that the

Main Parameters

1: 2/2-way solenoid valve

2: Body:Farged brass

3. Seals:VITON (NBR)

4: Media:CGas,nature gas,Ipg, ete

5: Ambient temp:-15'C~+60TC

6: Voltage:DC12V,DC24V, AC220V/50HZ
7: On/off: <18

8: Max.pressure:500mbar

9: Wounting:flow as arrow

External Dmension
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SCF Fuel Gas Emergency Cut Off Solenoid Valve

Valve slection list
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Warking Power Size ;
Pipe | Orifice |Factor| Pressure Coils e Model ng?t
Size | ¢mm | CV mbar AC | BC | 1ype AC220V (KG;
Min|Max| VA | W L (A) |W (B)
1/2” 15 5 500 7 D 66 107 SCF2DF02VID15M | 0.55
3/4” 20 7.5 O |500| 8 7 D 66 107 SCF2DFO2VIE20M [0.48
1" 25 13 0O |500| 8 ] D 82 122 SCF2DF02VIG25M | 0.78
Solenoid Valve Numbering System for Order
1 = C ] =3 5 6 7 8 L= )
Valve Series ON;(::ti?)fn Coil Type g;:;ss Voltage S;;Jy&;ﬁgﬁ;? Pipe Size | Orifice Cptions
EG| SCF 2 D F o2 V/I D 15 M
Fuel Gas 2= D=DIN = 02=AC220V D=1/2" 15=15.0 DERET
Emergency Normaly | Standard F Class V=VITON Theere
cut Off Open Connection 01=AC110V
Solenoid Valve Fully H= E=3/4" |20=20.0
Encapsulated | HClass| 12=DC12V Me
130024V | 4_poroed Manust
G=1" 25=25.0 override
Brass
65=65.0
6=lron F=Flange |g0-80 0
100=100.0
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Sanlixin Solenoid Valve

SCF Fuel Gas Emergency Cut Off Solenoid Valve

Components

Code Componentis Caode | Components
1 Button 10 O Ring
2 Sheath wire 11 | Retainer Ring
3 Connelting red 12 | Terminal Box
4 Valve body 13 O Ring
5 Diaphragm 14 Plunger
6 Diaphragm Seat | 15 [Plunger Spring
7 Diaphragm Spring | 16 [Plunger Tube Assemby
8 O Ring 17 Coil
g |Bottoun End Cover| 1g Nut
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SCF Large diameter Emergency Cut Off Solenoild Valve

Main Parameters

1: 2/2-way solenoid valve

2: Body: Iron
3: Seals:VITON (NBR)

4: Media:Gas nature gas,ipg, ete

5: Amkient temp:-15C~+60°C
G: Voltage: AC220V/50HZ,DC12V,DC24V,

7: On/off:<Z18

8: Working pressure:0-6bar

9: Wounting:flow as arrow.

valve slection list(Flange)

o

Working Power
Pipe | Orifice Factor Pressure Coils Mode!
; (bar) AC DC
Size ¢ mm cv Type AC220V
Min Max VA w
6oF 63 52 0 6 a7 25 SCF2DF02VEFB5M
80F 80 81 0 6 57 25 SCF2DFO2VEF8OM
100F 96 127 0 6 57 25 SCF2DF02V6EF100M
External Dimensions Chart
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Mode! A B c oD | ©E | @F | oG H N RS
SCF-65F 240 20 3 185 118 18 145 392 4 23.7
SCF-BOF 280 22 3 200 132 18 160 415 8 29.1
SCF-100F | 320 25 3 220 160 18 180 447 8 44 8
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