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SLE Manifold Type Series Solenoid Valve

Main Technical Parameters

2-way solenoid valve normally closed,closec when
de-energized,open when energized.

One inlet many outlets(n); two inlets many outlets(n)

Body material:brass
Internal component: stainless steel
Seal: NBR(media temp.: < = 807C)

EPDM(media temp.: < = 1200C)
VITON(media temp.: < =120°C)

Operating media:water,hot water,gas.oil (<=20cts)

Orifice: ©10.0mm

Connecticn: outlet connection: 1/4" 3/8" 1/2"

inlet conneaction: 1/2"

Operating pressure:0~13kgflem®
Voltage:AC220v 110v 24v 50/60hz DC24v 12v

Power consumption: AC22va (13w) DC13w

Voltage tolorance:-10%~+10%

Coil type:D=DIN Standard Connections Fully Encapsulated.

N=lead wires

Coils can be use Nass Coil

Heat resistant class: class F 155°C Ed100%

Ambient temp: 0~65'C

Solenoid Valve Numbering System for Order

1 = 3 =1 5 [ 7 8 9 10
Valve |Mode of Caoil Coils Seal Body Pipe . |Comp- )
Series |Operation| Type Class Voltage Material |Material Size Qrifice| Jgition| Options

EGISLE 1 D F o2 Vv 1 D 10N3 K

1= D=DIN F Class| 02= N= 1= B= 10.0 |[N2= N=NPT

tandard
Normally (S;Uar'-qneac;ﬁons, AC220V NBR | Forged 1/2" % 1/4" mm | 2Pcs| L=Neon
Closed |fully Brass Lamp

encapsulated 01= F= C= N3=

N=lead AC110V | EFDM 1/2" % 3/3" 3Pcs

wires water- = =

tight fully v b=

eucapsulated 12= VITON 1/2" % 1/2" N8=

S=NASS DC12V 8Pcs

coil

13=
DC24V
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Sanlixin Solenoid Valve

SLE Manifold Type Series Solenoid Valve

External Dimensions Chart
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B
composition No 2 3 4 5 6 7 8
A Meunting distance 94 136 178 220 262 304 346
B: total length 120 162 204 246 288 330 872
Weight (KG) 19 23 35 44 52 59 6.8
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SLE Manifold Type Series Solenoid Valve

N PCS solenoid valves mounting connection diagram

g \\ Code Components
\\\\ \\\
~4 9 B 01 left side plate
02 single solenoid valve
03 connecting screw
{iGround 1, g
base of the wiring A 04 joint nut
outer covering of the coils i 05 star type Oring
06 Dowel
L Power 07 rightside plate
Coil dimensioned chart
N=Lead wires,water-tight Fully Eucapsulated DIN Standard Connections
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