1:SLZ Series 2-way normally closec solenoid valve,
closed when de-energized, open when energized.

2:Serializzed products, smallin size, low power,
high pressure.

3:Seals:NBR VITON EPDM

4: Body material: brass S5304
5:Media: air, water,etc.
6: Working pressure: 0~170kg/cm’
7:Ambient Temperature: 0~65C Media Temperature: 0-110°C

8: Fixed as the arrow, best positicn is solenoid vertical and

upright direction.
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Valve Selection List
Operafing pressure differenial ( kgf/cm? ) Power Mcdel Code
AC220V 50/60HZ
PPe |orifice | v \"\\;’3"- . Max. [ vA | W Seals:VITON Weigh
Min. ; Nater t ai i e
_(égurjgn o | Bkt Air Liquids | 20CST Temp) A Ipc Body material: (KG)
ac]pc| Ac[pc [ ac[pc | © |220|24v Brass Stainless Steel
1.0 | 0.04 0 170 | 110 (170 | 110 | 160 1106 | 110 | 19 | 17 | SLZIDFC2VIA01 | SLZ1DFO2V3AD1
1.2 | 0.05 0 150 [100/150 |100 | 140 | 93 | 110 | 19 | 17 | SLZLIDFOZVIACT | SLZ1DFO2V3ACT
g |15 | 0.08 0 136 | 86 130 | 86 [ 196| 86 [ 410 | 46 | 47 | SLZIDFOGVIACE | SLZIDFUEVIACS |, .
2.0 | 0.14 0 90 |60 |90 |60 | 80 | 53 | 110 | 19 | 17 | SLZIDFC2VIAO2 | SLZIDFD2V3A02 |
25 | 0.23 0 60 |40 |60 |40 | 50 | 33 | 110 | 19 | 17 | SLZ1DFO2V1AC3 | SLZ1DFD2V3AC3
3.0 | 025 0 30 /20 /30 |20 | 20 | 13 | 110 | 19 | 17 | SLZIDFC2VIAQ03 | SLZ1DFO2V3A03
1.0 | 0.04 0 170 |110[170 | 110 | 160 |106 | 110 | 19 | 17 | SLZ1DFC2V1BO1 | SLZ1DF02V3B01
12 | 0.05 0 150 [100{150 [100 | 140 | 93 | 110 | 19 | 17 | SLZ1DF02V1BC1 | SLZ1DF02V3BC1
14" | 15 | 0.08 0 130 | 86 |130 | 86 | 120 | 80 | 110 | 19 | 17 | SLZ1DFO2VIBC2 | SLZ1DFN2V3RC2 045
20 | 0.14 0 90 |60 |90 |60 | 80 | 53 | 110 | 19 | 17 | SLZ1DFC2V1BO2 | SLZ1DF0D2V3B02 |
25 | 0.23 0 60 |40 |60 |40 | 50 [ 33 [ 110 | 19 | 17 | SLLIDFU2VIBC3 | SLZ1DFO2V3BL3
3.0 | 025 0 30 /20|30 |20 | 20 | 13 [ 110 | 19 | 17 | SLZ1DFC2VIBO3 | SLZ1DFD2V3B03
ygr |25 | 023 0 60 |40 |60 |40 | 50 | 33 | 110 | 19 | 17 | SLZ1DFO2V'CC3 | SLZ1DF02V3CC3 0.45
3.0 | 0.25 0 30 20|30 |20 | 20 | 13 | 110 | 19 | 17 | SLZ1DF0O2VICO3 | SLZ1DFD2V3CO3 |~
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Sanlixin Solenoid Valve

SLZ Series 2/2-Way High Pressure Solenoid Valve - Normally Closed

Construction, External Dimensions Chart
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