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1.2/2-way Super High Pressure Solenoid Valve, closed when de-
energized,
open when energized.
2.The product is special design, power will be normal type 1/4,
low temperature,small in size,large flow rate,widely use.
3.Body material: Stainless Steel
4 Ambient temp.:0'C~65C Fluidstemp.: 0 C~110TC
5.Flow as the arrow,mounts in any position;Best position is solenoid
vertical
and upright direction.
6.Voltage:AC 220V/230V/110V DC 24V
Voltage Tolerance:+10% to -10% applicable voltage
7.seal material is PTFE (PEEK)
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SMZ Series Coil parameters Tables
Coils Power Electricity
Model Code Voltage Inrush Holding Inrush Holding
SM-4101 AC220V 130VA BVA 590mA 28mA
SM-4102 AC110V 95VA 8.0VA 900mA 75mA
SM-4106 DC24V 50W 9w 2185mA 385mA
SM-4104 AC24V 19VA 7.0VA 930mA 360mA
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Sanlixin Solenoid Valve

SMZ series 2/2-way High Pressure Solenoid Valve - Normally Closed

Valve Selection List

Operating pressure differential ( kgfiem” )
5&%‘3 i Air MaXWater Light oi ol e ﬂl\:;:j); FonowsM\?:;;;z?: 220vAC | Weight
-ection| mm |Factor| Min. Gas ﬂﬁﬂ?ﬁ?er <20cST |Type |Class | Temp.| seal material is PTFE Kg
AC |DC | AC | DC | AC | DC c
10 [004 | O | 360 | 260 | 360 | 260 | 360 | 260 [ M | F | 110 SMZ1MF02T3A01
18" | 12 | 005 | 0 | 300 | 240 | 300 | 240 | 300 | 240 | M | F | 110 SMZIMFO2T3ACT 08
15 | 008 | 0 | 250 | 190 | 250 | 190 | 250 | 190 [ M | F | 110 SMZAMFO2T3AC2
10 | 004 | O | 360 | 260 | 360 | 260 | 360 | 260 | M | F | 110 SMZ1MF02T3B01
14" | 12 | 005 | 0 300 | 240 | 300 | 240 | 300 | 240 | M | F | 110 SMZ1MF02T3BC1 08
15 | 008 | 0 | 250 | 190 | 250 | 190 | 250 | 190 [ M | F | 110 SMZ1MF02T3BC2
10 | 18 | 1 | 360 | 300 | 360 | 300 | 360 | 300 | M | F | 110 SMZAMFO2K3B10W 3.0
10 | 21 | 1 | 360 | 300 | 360 | 300 | 360 | 300 | M | F | 110 SMZAMFO2K3C10W 30
e 35 | 1 | 360 | 300 | 360 | 300 | 360 | 300 | M | F | 110 SMZAMFO2K3C15W 26
| 10 ] 21 [ 1|30 | 300 360 | 300 360|300 M|F | 10 SMZAMF02K3D10W 30
Ve 15 | 35 | 1 | 360 | 300 | 360 | 300 | 360 | 300 | M | F | 110 SMZAMFO2K3D15W 26
34"| 20 | 65 | 1 | 300 | 240 | 300 | 240 | 300 [ 240 | M | F | 110 SMZAMFO2K3E20W 36
1" | 25| 10 | 1 | 300 | 240 | 300 | 240 | 300 | 240 | M | F | 110 SMZIMFO2K3G25W 53

Note:Working pressure above 150kgf/cm® seal material need choose PEEK

Solenoid Valves Model Numbering System for Order

i 2 3 4 5 6 7 8 9 10
Seriss | Oporation | Typo Chass | Voltase | oot i | Morwial | Sive Crmy | Options
SMZ 1 M F 02 N 3 B 05 L]
SMZ 1:Normally M=SM F=F 02= T=PTFE |3=S58316/A=1/8" | 01=1.0 |[N=NPT

Closed Series Class | AC220V B=1/4" | Cl=1.2
Coill AC230V C2-15 M=

10=10.0! Media Fluid
01=

ACIIOV |\ _oecy A=

AC120V C=3/8" Media Air
B=1/2"

13=DC24V|

05=AC24V
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